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Frame
size

MS56

MS63

MS71

MS80

MS90S

MS90L

MS100L

MS112M

MS132S

MS132M

MS160M

MS160L

90

100

112

125

140

140

160

190

216

216

254

254

71

80

90

100

100

125

140

140

140

178

210

254

36

40

45

50

56

56

63

70

89

89

108

108

9

11

14

19

24

24

28

28

38

38

43

42

20

23

30

40

50

50

60

60

80

80

110

110

3

4

5

6

8

8

8

8

10

10

12

12

7.2

8.5

11

15.5

20

20

24

24

33

33

37

37

56

63

71

80

90

90

100

112

132

132

160

160

5.8

7

7

10

10

10

12

12

12

12

15

15

65

75

85

100

115

115

130

130

165

165

215

215

50

60

70

80

95

95

110

110

130

130

180

180

80

90

105

120

140

140

160

160

200

200

250

250

0

0

0

0

0

0

0

0

0

0

0

0

M5

M5

M6

M6

M8

M8

M8

M10

M10

M10

M12

M12

2.5

2.5

2.5

3

3

3

3.5

3.5

4

4

4

4

98

115

130

165

165

165

215

215

265

265

300

300

80

95

110

130

130

130

180

180

230

230

250

250

120

140

160

200

200

200

250

250

300

300

350

350

0

0

0

0

0

0

0

0

0

0

0

0

7

10

10

12

12

12

15

15

15

15

15

15

3

3

3.5

3.5

3.5

3.5

4

4

4

4

5

5

110

130

145

160

180

180

205

245

280

280

320

320

120

130

145

165

185

215

240

240

275

275

330

330

110

115

125

135

145

145

170

180

195

195

255

255

155

165

185

215

235

235

255

285

325

325

420

420

195

230

255

295

335

360

380

400

475

515

615

670

Mounting Dimensions(mm) Overall

Dimensions (mm)IMB14 IMB5

A B C D E F G H K M N P R S T M N P R S T AB AC AD HD L

MS SERIES MOTOR OVERALL & INSTALLATION DIMENSIONS

Installation Size (mm)



Model
Power Voltage 

(V) 
Current 

(A) 
Speed 
(r.p.m)

Eff 
(%)

Power
factor

Locked rotor 
torque

Rated torque

Locked rotor 
current 

rated current

Max torque 
Rated 
torqueKW HP

MS561-2

MS562-2

MS631-2

MS632-2

MS711-2

MS712-2

MS801-2

MS802-2

MS90S-2

MS90L-2

MS100L-2

MS112M-2

MS132S1-2

MS132S2-2

MS160M1-2

MS160M2-2

MS160L-2

MS561-4

MS562-4

MS631-4

MS632-4

MS711-4

MS712-4

MS801-4

MS802-4

MS90S-4

MS90L-4

MS100L1-4

MS100L2-4

MS112M-4

MS132S-4

MS132M-4

MS160M-4

MS160L-4

MS90S-6

MS90L-6

MS100L-6

MS112M-6

MS132S-6

MS132M1-6

MS132M2-6

MS160M-6

MS160L-6

MS132S-8

MS132M-8

MS160M1-8

MS160M2-8

MS160L-8

0.09

0.12

0.18

0.25

0.37

0.55

0.75

1.1

1.5

2.2

3

4

5.5

7.5

11

15

18.5

0.06

0.09

0.12

0.18

0.25

0.37

0.55

0.75

1.1

1.5

2.2

3

4

5.5

7.5

11

15

0.75

1.1

1.5

2.2

3

4

5.5

7.5

11

2.2

3

4

5.5

7.5

0.12

1/6

1/4

1/3

1/2

3/4

1

1.5

2

3

4

5.5

7.5

10

15

20

25

0.08

0.12

1/6

1/4

1/3

1/2

3/4

1

1.5

2

3

4

5.5

7.5

10

15

20

1

1.5

2

3

4

5.5

7.5

10

15

3

4

5.5

7.5

10

220/380

220/380

220/380

220/380

220/380

220/380

220/380

220/380

220/380

220/380

220/380

380/660

380/660

380/660

380/660

380/660

380/660

220/380

220/380

220/380

220/380

220/380

220/380

220/380

220/380

220/380

220/380

220/380

220/380

380/660

380/660

380/660

380/660

380/660

220/380

220/380

220/380

220/380

220/380

380/660

380/660

380/660

380/660

220/380

220/380

380/660

380/660

380/660

0.57/033

0.67/0.38

0.91/0.53

1.17/1.68

1.65/0.95

2.33/1.35

3.03/1.75

4.42/2.55

6.01/3.48

8.61/4.98

11.1/6.4

8.2/4.7

11/6.3

15/8.6

21.3/12.2

28.7/16.4

34.6/19.8

0.49/0.28

0.67/0.39

0.84/0.48

1.12/0.66

1.44/0.83

1.94/1.12

2.69/1.56

3.48/2.01

4.74/2.75

6.31/3.65

8.6/5.0

11.7/6.8

8.8/5.1

12/6.9

15/8.6

22.3/12.7

30/17.1

4.0/2.3

5.5/3.2

6.9/4.0

9.7/5.6

12.4/7.2

9.4/5.4

13/7.5

16.5/9.43

24.1/13.8

10/5.8

13.3/7.7

10.2/5.8

13.6/7.8

17.7/10.1

2800

2800

2800

2800

2800

2800

2800

2800

2800

2800

2870

2890

2900

2900

2930

2930

2930

1400

1400

1400

1400

1400

1400

1400

1400

1400

1400

1430

1430

1440

1440

1440

1460

1460

910

910

940

940

960

960

960

970

970

710

710

720

720

720

62

67

69

72

73.5

75.5

76.5

77

77

78

82

85.5

85.5

86.2

88

89

90

56

58

60

64

67

69.5

73.5

75.5

78

79

81

82.5

84.5

85.5

87

88

89

72.5

73.5

77.5

80.5

83

84

85.3

86

87.5

85.5

82

81

83

85.5

0.68

0.71

0.75

0.78

0.8

0.82

0.85

0.85

0.85

0.86

0.87

0.87

0.88

0.88

0.88

0.89

0.9

0.58

0.61

0.63

0.66

0.68

0.72

0.73

0.75

0.78

0.79

0.82

0.81

0.82

0.84

0.85

0.85

0.85

0.7

0.72

0.74

0.74

0.76

0.77

0.78

0.8

0.79

0.71

0.72

0.73

0.74

0.75

2.3

2.3

2.2

2.2

2.2

2.2

2.2

2.2

2.2

2.2

2.2

2.2

2

2

2

2

2

2.1

2.1

2.2

2.2

2.2

2.2

2.2

2.2

2.2

2.2

2.2

2.2

2.2

2.2

2.2

2

2

2

2

2

2

2

2

2

2

2

2

2

2

2

2

2.4

2.4

2.4

2.4

2.4

2.4

2.4

2.4

2.4

2.4

2.3

2.3

2.2

2.2

2.2

2.2

2.2

2.4

2.4

2.4

2.4

2.4

2.4

2.4

2.4

2.4

2.4

2.3

2.2

2.3

2.2

2.2

2.2

2.2

2.2

2.2

2.3

2.2

2

2

2

2

2

2

2

2

2

2

6

6

6

6

6

6

6

6

6

6

6

7

7

7

7

7

7

6

6

6

6

6

6

6

6

6

6

5.5

5.5

7

7

7

7

7

6

6

7

6

6.5

6.5

6.5

6.5

6.5

5.5

5.5

6

6

6

MC
OPERATING CONDITIONS

MC SERIES MOTOR OVERALL & INSTALLATION DIMENSIONS

Frame
size

MC71

MC80

MC90S

MC90L

MC100L

MC112M

112

125

140

140

160

190

90

100

100

125

140

140

45

50

56

56

63

70

14

19

24

24

28

28

30

40

50

50

60

60

5

6

8

8

8

8

11

15.5

20

20

24

24

71

80

90

90

100

112

7

10

10

10

12

12

85

100

115

115

-

-

70

80

95

95

-

-

105

120

140

140

-

-

0

0

0

0

-

-

M6

M6

M8

M8

-

-

2.5

3

3

3

-

-

130

165

165

165

215

215

110

130

130

130

180

180

160

200

200

200

250

250

0

0

0

0

0

0

10

12

12

12

15

15

3.5

3.5

3.5

3.5

4

4

145

160

180

180

205

245

145

160

180

180

205

240

130

160

175

175

200

180

200

240

260

260

280

310

255

295

335

360

380

400

Mounting Dimensions(mm) Overall

Dimensions (mm)IMB14 IMB5

A B C D E F G H K M N P R S T M N P R S T AB AC AD HD L

D

F

G

L

Z

E

A
C

T

A
D

P
M

S
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Installation Size (mm)

TECHNICAL DATA AT 50 HZ

Model
Power Voltage 

(V) 
Current 

(A) 
Speed 
(r.p.m)

Eff 
(%)

Power
factor

Locked rotor 
torque

Rated torque

Locked rotor 
current 

rated current

Start 
current

(A)KW HP

MC711-2
MC712-2
MC801-2
MC802-2
MC90S-2
MC90L-2
MC100L1-2
MC100L2-2
MC112M-2
MC711-4
MC712-4
MC801-4
MC802-4
MC90S-4
MC90L-4
MC100L1-4
MC100L2-4
MC112M-4

0.16
0.25
0.37
0.55
0.75
1.1
1.5
2.2
3

0.12
0.18
0.25
0.37
0.55
0.75
1.1
1.5
2.2

1/4
1/3
1/2
3/4
1

1.5
2
3
4

1/6
1/4
1/3
1/2
3/4
1

1.5
2
3

220
220
220
220
220
220
220
220
220
220
220
220
220
220
220
220
220
220

1.899
2.4

3.36
4.65
6.09
8.68
11.38
16.48
21.88
1.88
2.49
3.11
4.24
5.49
6.87
9.52

12.45
17.78

2800
2800
2800
2800
2800
2800
2900
2900
2900
1400
1400
1400
1400
1400
1400
1450
1450
1450

60
64
65
68
70
72
74
75
76
50
53
58
62
66
68
71
73
74

0.72
0.74
0.77
0.79
0.8
0.8

0.81
0.81
0.82
0.58
0.62
0.63
0.64
0.69
0.73
0.74
0.75
0.76

3
3

2.8
2.8
2.5
2.5
2.5
2.2
2.2
3

2.8
2.8
2.5
2.5
2.5
2.5
2.5
2.2

1.8
1.8
1.8
1.8
1.8
1.8
1.8
1.8
1.8
1.8
1.8
1.8
1.8
1.8
1.8
1.8
1.8
1.8

12
15
21
29
37
60
80

120
150

9
12
15
21
29
37
60
80

120

415V  230V/400V, 60Hz etc. Models are available on request.

TECHNICAL DATA AT 50 HZ

110V 110V/220V 60Hz etc. Models are available on request. 



ML

OPERATING CONDITIONS

ML SERIES MOTOR OVERALL & INSTALLATION DIMENSIONS

Model

Power

Voltage 
(V) 

Current 
(A) 

Speed 
(r.p.m)

Eff 
(%)

Power
factor

Locked rotor 
torque

Rated torque

Locked rotor 
current 

rated current

Start 
current(A)

KW HP

Frame
size

Mounting Dimensions(mm) Overall

Dimensions (mm)IMB14 IMB5

A B C D E F G H K M N P R S T M N P R S T AB AC AD HD L

ML711-2

ML712-2

ML801-2

ML802-2

ML90S-2

ML 90L-2

ML 100L-2

ML711-4

ML712-4

ML801-4

ML802-4

ML90S-4

ML 90L-4

ML 100L1-4

ML 100L2-4

ML 112M-4

0.37

0.55

0.75

1.1

1.5

2.2

3

0.25

0.37

0.55

0.75

1.1

1.5

2.2

3

4

1/2

3/4

1

1.5

2

3

4

1/3

1/2

3/4

1

1.5

2

3

4

5.5

220

220

220

220

220

220

220

220

220

220

220

220

220

220

220

220

2.73

3.88

5.15

7.02

9.44

13.67

18.2

1.99

2.81

4

5.22

7.2

9.57

13.9

18.6

20.6

2800

2800

2800

2800

2800

2800

2800

1400

1400

1400

1400

1400

1400

1400

1400

1400

67

70

72

75

76

77

79

62

65

68

71

73

75

76

77

79

0.92

0.92

0.92

0.95

0.95

0.95

0.95

0.92

0.92

0.92

0.92

0.95

0.95

0.95

0.95

0.97

2.3

2.5

2.5

2.5

2.5

2.5

2.5

2.5

2.5

2.5

2.5

2.5

2.5

2.5

2.5

2.5

1.8

1.8

1.8

1.8

1.8

1.8

1.8

1.8

1.8

1.8

1.8

1.8

1.8

1.8

1.8

1.8

16

21

30

40

55

80

110

12

16

21

30

40

55

80

110

120

ML71

ML80

ML90S

ML90L

ML100L

112

125

140

140

160

90

100

100

125

140

45

50

56

56

63

14

19

24

24

28

30

40

50

50

60

5

6

8

8

8

11

15.5

20

20

24

71

80

90

90

100

7

10

10

10

12

85

100

115

115

-

70

80

95

95

-

105

120

140

140

-

0

0

0

0

-

M6

M6

M8

M8

-

2.5

3

3

3

-

130

165

165

165

215

110

130

130

130

180

160

200

200

200

250

0

0

0

0

0

10

12

12

12

15

3.5

3.5

3.5

3.5

4

145

160

180

180

205

145

160

180

180

205

130

160

175

175

200

200

240

260

260

280

255

295

335

360

380

Installation Size (mm)

D

F

G

L

E C B

A
C H

D
H

A

AB

K

D

F

G

A
D

P

M

S

L

Z

E

A
C

T

D

F

G

L

E

P N

T

A
C

S

A
D

M

110V 110V/220V 60Hz etc. Models are available on request. 

TECHNICAL DATA AT 50 HZ



MY

OPERATING CONDITIONS

MY SERIES MOTOR OVERALL & INSTALLATION DIMENSIONS

Model

Power

Voltage 
(V) 

Current 
(A) 

Speed 
(r.p.m)

Eff 
(%)

Power
factor

Locked rotor 
torque

Rated torque

Locked rotor 
current 

rated current

Start 
current(A)

KW HP

MY631-2

MY632-2

MY711-2

MY712-2

MY801-2

MY802-2

MY90S-2

MY90L-2

MY631-4

MY632-4

MY711-4

MY712-4

MY801-4

MY802-4

MY90S-4

MY90L-4

0.18

0.25

0.37

0.55

0.75

1.1

1.5

2.2

0.12

0.18

0.25

0.37

0.55

0.75

1.1

1.5

1/4

1/3

1/2

3/4

1

1.5

2

3

1/6

1/4

1/3

1/2

3/4

1

1.5

2

220

220

220

220

220

220

220

220

220

220

220

220

220

220

220

220

1.48

1.96

2.73

3.88

5.15

7.02

9.44

13.67

1.1

1.62

2.02

2.95

4.25

5.45

7.45

9.83

2800

2800

2800

2800

2800

2800

2800

2800

1400

1400

1400

1400

1400

1400

1400

1400

60

63

67

70

72

75

76

77

55

56

61

62

64

68

71

73

0.92

0.92

0.92

0.92

0.92

0.95

0.95

0.95

0.9

0.9

0.92

0.92

0.92

0.92

0.95

0.95

0.4

0.4

0.35

0.35

0.33

0.33

0.3

0.3

0.4

0.4

0.35

0.35

0.35

0.32

0.32

0.3

1.7

1.7

1.7

1.7

1.7

1.7

1.7

1.7

1.7

1.7

1.7

1.7

1.7

1.7

1.7

1.7

5

7

10

15

20

30

45

65

3.5

5

7

10

15

20

30

45

Frame
Size

MY63

MY71

MY80

MY90S

MY90L

100

112

125

140

140

80

90

100

100

125

40

45

50

56

56

11

14

19

24

24

23

30

40

50

50

4

5

6

8

8

8.5

11

15.5

20

20

63

71

80

90

90

7

7

10

10

10

75

85

100

115

115

60

70

80

95

95

90

105

120

140

140

0

0

0

0

0

M5

M6

M6

M8

M8

2.5

2.5

3

3

3

115

130

165

165

165

95

110

130

130

130

140

160

200

200

200

0

0

0

0

0

10

10

12

12

12

3

3.5

3.5

3.5

3.5

130

145

160

180

180

130

145

160

180

180

125

130

160

175

175

180

200

240

260

260

230

255

295

335

360

Mounting Dimensions(mm) Overall

Dimensions (mm)IMB14 IMB5

A B C D E F G H K M N P R S T M N P R S T AB AC AD HD L

D

F

G

A
D

P
M

S

L

Z

E

A
C

T

D

F

G

L

E C B

A
C

H
D

A
AB

K

H D

F

G

L

E

P N

R
T

A
C

S

A
D

M

Installation Size (mm)

110V  110V/220V 60Hz etc. Models are available on request.

TECHNICAL DATA AT 50 HZ



Y
OPERATING CONDITIONS

Y SERIES MOTOR OVERALL & INSTALLATION DIMENSIONS

Frame
size

Y80

Y90S

Y90L

Y100L

Y112M

Y132S

Y132M

Y160M

Y160L

Y180M

Y180L

Y200L

Y225S

Y225M

Y250M

125

140

140

160

190

216

216

254

254

279

279

318

356

356

406

100

100

125

140

140

140

178

210

254

241

279

305

286

311

349

50

56

56

63

70

89

89

108

108

121

121

133

149

149

168

19

24

24

28

28

38

38

42

42

48

48

55

-

55

60

-

49

53

53

53

58

-

110

-

16

-

815

820

845

18

18

140

140

60

60

65

40

50

50

60

60

80

80

110

110

110

110

110

140

6

8

8

8

8

10

10

12

12

14

14

16

18

15.5

20

20

24

24

33

33

37

37

42.5

42.5

49

80

90

90

100

112

132

132

160

160

180

180

200

225

225

250

10

10

12

12

12

12

12

15

15

15

15

19

19

19

24

165

165

165

215

215

265

265

300

300

300

300

350

400

400

500

130

130

130

180

180

230

230

250

250

250

300

350

350

450

450

200

200

200

250

250

300

300

350

350

350

350

400

450

450

550

0

0

0

0

0

0

0

0

0

0

0

0

0

0

0

12

12

12

15

15

15

15

19

19

19

19

19

19

19

19

3.5

3.5

3.5

4

4

4

4

5

5

5

5

5

5

5

5

165

180

180

205

245

280

280

325

325

355

355

395

435

435

490

175

195

195

215

240

275

275

325

325

360

360

420

450

450

515

150

160

160

180

190

210

210

255

255

285

285

315

345

345

385

-

-

-

245

265

315

315

385

385

430

430

475

530

530

575

285

311

335

380

400

475

515

600

645

670

710

775

930

Mounting Dimensions(mm) Overall Dimensions (mm)

D E F G
A B C H K M N P R S T AB AC AD HD

L

2P 4,6,8P 2P 4,6,8P 2P 4,6,8P 2P 4,6,8P 2P 4,6,8P

H

A
K

  AB

  AD

  
H

D

L

E C B

  
A

C

D

F

G

A K

  AB

  
H

D

  
H

  AD
O

  45

M

S

L

E

T C B

R

  
N

  
P

  
A

C

D

F

G   
A

C

  
H

F

  AD
O

  45

M

S

L

E

T

R

  
N

  
P

D

F

G

 

TECHNICAL DATA AT 50 HZ

Model
Power FULL LOAD

Voltage (V) Current (A) Speed (r.p.m) Eff (%) Power factor

Locked rotor 
torque

Rated torque

Locked rotor 
current 

rated current

Max torque 
Rated 
torqueKW HP

Y801-2

Y802-2

Y90S-2

Y90L-2

Y100L-2

Y112M-2

Y132S1-2

Y132S2-2

Y160M1-2

Y160M2-2

Y160L-2

Y180M-2

Y200L1-2

Y200L2-2

Y225M-2

Y250M-2

Y801-4

Y802-4

Y90S-4

Y90L-4

Y100L1-4

Y100L2-4

Y112M-4

Y132S-4

Y132M-4

Y160M-4

Y160L-4

Y180M-4

Y180L-4

Y200L-4

Y225S-4

Y225M-4

Y250M-4

Y801-6

Y802-6

Y90S-6

Y90L-6

Y100L-6

Y112M-6

Y132S-6

Y132M1-6

Y132M2-6

Y160M-6

Y160L-6

Y180L-6

Y200L1-6

Y200L2-6

Y225M-6

Y250M-6

Y801-8

Y802-8

Y90S-8

Y90L-8

Y100L1-8

Y100L2-8

Y112M-8

Y132S-8

Y132M-8

Y160M1-8

Y160M2-8

Y160L-8

Y180L-8

Y200L-8

Y225S-8

Y225M-8

Y250M-8

0.75

1.1

1.5

2.2

3

4

5.5

7.5

11

15

18.5

22

30

37

45

55

0.55

0.75

1.1

1.5

2.2

3

4

5.5

7.5

11

15

18.5

22

30

37

45

55

0.37

0.55

0.75

1.1

1.5

2.2

3

4

5.5

7.5

11

15

18.5

22

30

37

0.18

0.25

0.37

0.55

0.75

1.1

1.5

2.2

3

4

5.5

7.5

11

15

18.5

22

30

1

1.5

2

3

4

5.5

7.5

10

15

20

25

30

40

50

60

75

0.75

1

1.5

2

3

4

5.5

7.5

10

15

20

25

30

40

50

60

75

1/2

3/4

1

1.5

2

3

4

5.5

7.5

10

15

20

25

30

40

50

1/4

1/3

1/2

3/4

1

1.5

2

3

4

5.5

7.5

10

15

20

25

30

40

3.1/1.8

4.3/2.5

5.9/3.4

8.3/4.8

11.1/6.4

4.7/8.2

6.4/11.1

8.6/15

12.6/21.8

16.9/29.4

20.5/35.5

24.3/42.2

32.8/56.9

40.3/69.8

48.4/83.9

59.4/103

2.6/1.5

3.5/2

4.7/2.7

6.3/3.6

8.7/5

11.8/6.8

5.1/8.7

6.7/11.6

8.9/15.4

13/22.6

17.5/30.3

20.7/36

24.5/42.5

32.8/56.8

40.6/70.4

48.6/84.2

59.5/103

2.2/1.3

3.1/1.8

3.9/2.3

5.4/3.1

6.8/3.9

9.7/5.6

12.5/7.2

5.4/9.4

9.3/12.6

9.8/17

14.2/24.6

18.1/31.4

21.8/37.7

25.7/44.6

34.3/59.5

41.6/72

1.5/0.88

1.99/1.1

2.6/1.5

3.8/2.2

4.2/2.4

5.7/3.3

7.8/4.5

10.1/5.8

13.4/7.7

5.7/9.9

7.6/13.3

10.2/17.7

143.2/248

19.6/34.1

23.8/41.3

27.5/47.6

36.4/63

2830

2830

2840

2840

2870

2890

2900

2930

2930

2930

2940

2950

2950

2970

2970

2970

1390

1390

1400

1400

1430

1430

1440

1440

1440

1460

1460

1470

1470

1470

1480

1480

1480

900

900

910

910

940

940

960

960

960

970

970

970

970

970

980

980

680

680

680

700

700

700

700

710

710

720

720

710

730

730

730

730

740

75

77

78

80.5

82

85.5

85.5

86.2

87.2

88.2

89

89

90

90.5

91.5

91.5

73

74.5

78

79

81

82.5

84.5

85.5

87

88

88.5

91

91.5

92.2

91.8

92.3

92.6

62

65

72.5

73.5

77.5

80.5

83

84

85.3

86

87

89.5

89.8

90.2

90.2

90.8

51

54

62

63

71

73

75

80.5

82

84

85

86

87.5

88

89.5

90

90.5

0.84

0.86

0.85

0.86

0.87

0.88

0.88

0.88

0.88

0.89

0.89

0.89

0.89

0.89

0.89

0.89

0.76

0.76

0.78

0.79

0.82

0.81

0.82

0.84

0.85

0.84

0.85

0.86

0.86

0.87

0.87

0.88

0.88

0.7

0.72

0.7

0.72

0.74

0.74

0.76

0.77

0.78

0.78

0.78

0.81

0.83

0.83

0.85

0.86

0.61

0.61

0.61

0.61

0.67

0.69

0.68

0.71

0.72

0.73

0.74

0.75

0.77

0.76

0.76

0.78

0.8

2.2

2.2

2.2

2.2

2.2

2.2

2

2

2

2

2

2

2

2

2

2

2.4

2.3

2.3

2.3

2.2

2.2

2.2

2.2

2.2

2.2

2.2

2

2.2

2

1.9

1.9

2

2

2

2

2

2

2

2

2

2

2.2

2

1.8

1.8

1.8

1.7

1.8

1.8

1.8

1.8

1.8

1.8

1.8

1.8

2

2

2

2

2

1.7

1.8

1.7

1.8

1.8

2.3

2.3

2.3

2.3

2.3

2.3

2.3

2.3

2.3

2.3

2.2

2.2

2.2

2.2

2.2

2.2

2.3

2.3

2.3

2.3

2.3

2.3

2.3

2.3

2.3

2.3

2.3

2.2

2.2

2.2

2.2

2.2

2.2

2.2

2.2

2.2

2.2

2.2

2.2

2.2

2.2

2.2

2

2

2

2

2

2

2

1.9

1.9

1.9

2

2

2

2

2

2

2

2

2

2

2

2

2

2

6.5

7

7

7

7

7

7

7

7

7

7

7

7

7

7

7

6

6

6.5

6.5

7

7

7

7

7

7

7

7

7

7

7

7

7

5

5

5.58

5.5

6

6

6.5

6.5

6.5

6.5

6.5

6.5

6.5

6.5

6.5

6.5

3.3

3.3

4

4

4

5

5

5.5

5.5

6

6

5.5

6

6

6

6

6

220/380

220/380

220/380

220/380

220/380

380/660

380/660

380/660

380/660

380/660

380/660

380/660

380/660

380/660

380/660

380/660

220/380

220/380

220/380

220/380

220/380

220/380

380/660

380/660

380/660

380/660

380/660

380/660

380/660

380/660

380/660

380/660

380/660

220/380

220/380

220/380

220/380

220/380

220/380

220/380

380/660

380/660

380/660

380/660

380/660

380/660

380/660

380/660

380/660

220/380

220/380

220/380

220/380

220/380

220/380

220/380

220/380

220/380

380/660

380/660

380/660

380/660

380/660

380/660

380/660

380/660

415V 230V/400V 60Hz etc. Models are available on request.



Y2

Y2 SERIES MOTOR OVERALL & INSTALLATION DIMENSIONS

Frame
size

-

55

60

-

49

53

53

53

58

-

110

-

16

-

815

820

845

18

18

140

140

60

60

65

Mounting Dimensions(mm) Overall Dimensions (mm)

D E F G
A B C H K M N P R S T AB AC AD HD

L

2P 4,6,8P 2P 4,6,8P 2P 4,6,8P 2P 4,6,8P 2P 4,6,8P

Y2-80

Y2-90S

Y2-90L

Y2-100

Y2-112M

Y2-132S

Y2-132M

Y2-160M

Y2-160L

Y2-180M

Y2-180L

Y2-200L

Y2-225S

Y2-225M

Y2-250M

125

140

140

160

190

216

216

254

254

279

279

318

356

356

406

100

100

125

140

140

140

178

210

254

241

279

305

286

311

349

50

56

56

63

70

89

89

108

108

121

121

133

149

149

168

19

24

24

28

28

38

38

42

42

48

48

55

40

50

50

60

60

80

80

110

110

110

110

110

140

6

8

8

8

8

10

10

12

12

14

14

16

18

15.5

20

20

24

24

33

33

37

37

42.5

42.5

49

80

90

90

100

112

132

132

160

160

180

180

200

225

225

250

10

10

10

12

12

12

12

15

15

15

15

19

19

19

24

165

165

165

215

215

265

265

300

300

300

300

350

400

400

500

130

130

130

180

180

230

230

250

250

250

250

300

350

350

450

200

200

200

250

250

300

300

350

350

350

350

400

450

450

550

0

0

0

0

0

0

0

0

0

0

0

0

0

0

0

12

12

12

15

15

15

15

19

19

19

19

19

19

19

19

3.5

3.5

3.5

4

4

4

4

5

5

5

5

5

5

5

5

165

180

180

205

230

270

270

320

320

355

355

395

435

435

490

175

195

195

215

240

275

275

330

330

380

380

420

470

470

510

145

155

155

180

190

210

210

255

255

280

280

305

335

335

370

220

250

250

270

300

345

345

420

420

455

455

505

560

560

615

295

320

345

385

400

470

510

615

670

700

740

770

910
D

F

G

L

E

R

  
N

  
P

  
A

C

T

 H
F

S

M

P

A
K

  AB

  
H

D

  
H

S

L

E

T C B

R

  
N

  
P

  
A

C

D

F

G

P

M

H

A K

  AB

  
H

D

L

E C B

  
A

C

D

F

G

OPERATING CONDITIONS

 

TECHNICAL DATA AT 50 HZ

Model Power FULL LOAD

Voltage (V) Current (A) Speed (r.p.m) Eff (%) Power factor

Locked rotor 
torque

Rated torque

Locked rotor 
current 

rated current

Max torque 
Rated 
torqueKW HP

Y2-801-2

Y2-802-2

Y2-90S-2

Y2-90L-2

Y2-100L-2

Y2-112M-2

Y2-132S1-2

Y2-132S2-2

Y2-160M1-2

Y2-160M2-2

Y2-160L-2

Y2-180M-2

Y2-200L1-2

Y2-200L2-2

Y2-225M-2

Y2-250M-2

Y2-801-4

Y2-802-4

Y2-90S-4

Y2-90L-4

Y2-100L1-4

Y2-100L2-4

Y2-112M-4

Y2-132S-4

Y2-132M-4

Y2-160M-4

Y2-160L-4

Y2-180M-4

Y2-180L-4

Y2-200L-4

Y2-225S-4

Y2-225M-4

Y2-250M-4

Y2-801-6

Y2-802-6

Y2-90S-6

Y2-90L-6

Y2-100L-6

Y2-112M-6

Y2-132S-6

Y2-132M1-6

Y2-132M2-6

Y2-160M-6

Y2-160L-6

Y2-180L-6

Y2-200L1-6

Y2-200L2-6

Y2-225M-6

Y2-250M-6

Y2-801-8

Y2-802-8

Y2-90S-8

Y2-90L-8

Y2-100L1-8

Y2-100L2-8

Y2-112M-8

Y2-132S-8

Y2-132M-8

Y2-160M1-8

Y2-160M2-8

Y2-160L-8

Y2-180L-8

Y2-200L-8

Y2-225S-8

Y2-225M-8

Y2-250M-8

0.75

1.1

1.5

2.2

3

4

5.5

7.5

11

15

18.5

22

30

37

45

55

0.55

0.75

1.1

1.5

2.2

3

4

5.5

7.5

11

15

18.5

22

30

37

45

55

0.37

0.55

0.75

1.1

1.5

2.2

3

4

5.5

7.5

11

15

18.5

22

30

37

0.18

0.25

0.37

0.55

0.75

1.1

1.5

2.2

3

4

5.5

7.5

11

15

18.5

22

30

1

1.5

2

3

4

5.5

7.5

10

15

20

25

30

40

50

60

75

0.75

1

1.5

2

3

4

5.5

7.5

10

15

20

25

30

40

50

60

75

1/2

3/4

1

1.5

2

3

4

5.5

7.5

10

15

20

25

30

40

50

1/4

1/3

1/2

3/4

1

1.5

2

3

4

5.5

7.5

10

15

20

25

30

40

3.1/1.8

4.3/2.5

5.9/3.4

8.3/4.8

11.1/6.4

4.7/8.2

6.4/11.1

8.6/15

12.6/21.8

16.9/29.4

20.5/35.5

24.3/42.2

32.8/56.9

40.3/69.8

48.4/83.9

59.4/103

2.6/1.5

3.5/2

4.7/2.7

6.3/3.6

8.7/5

11.8/6.8

5.1/8.7

6.7/11.6

8.9/15.4

13/22.6

17.5/30.3

20.7/36

24.5/42.5

32.8/56.8

40.6/70.4

48.6/84.2

59.5/103

2.2/1.3

3.1/1.8

3.9/2.3

5.4/3.1

6.8/3.9

9.7/5.6

12.5/7.2

5.4/9.4

9.3/12.6

9.8/17

14.2/24.6

18.1/31.4

21.8/37.7

25.7/44.6

34.3/59.5

41.6/72

1.5/0.88

1.99/1.1

2.6/1.5

3.8/2.2

4.2/2.4

5.7/3.3

7.8/4.5

10.1/5.8

13.4/7.7

5.7/9.9

7.6/13.3

10.2/17.7

143.2/248

19.6/34.1

23.8/41.3

27.5/47.6

36.4/63

2890

2900

2900

2930

2930

2930

2940

2950

2950

2970

2970

2970

2970

2980

2980

2980

1400

1400

1400

1400

1420

1420

1440

1440

1440

1460

1460

1470

1470

1470

1480

1480

1480

900

900

910

910

940

940

960

960

960

970

970

970

970

970

980

980

680

680

680

700

700

700

700

710

710

720

720

720

730

730

740

740

740

75

77

79

81

83

85

86

87

88

89

90

90.5

91.2

92

92.3

92.5

71

73

75

78

80

82

84

85

87

88

89

90.5

91

92

92.5

92.8

93

62

65

69

72

76

79

81

82

84

86

87.5

89

90

90

91.5

92

51

54

62

63

71

73

75

78

79

81

83

85.5

87.5

88

90

90.5

91

0.83

0.84

0.84

0.85

0.87

0.88

0.88

0.88

0.88

0.89

0.9

0.9

0.9

0.9

0.9

0.9

0.75

0.77

0.77

0.79

0.81

0.82

0.82

0.83

0.84

0.85

0.85

0.85

0.85

0.86

0.87

0.87

0.89

0.7

0.72

0.72

0.73

0.76

0.76

0.76

0.76

0.77

0.8

0.79

0.81

0.81

0.83

0.84

0.86

0.61

0.61

0.61

0.61

0.67

0.69

0.68

0.71

0.73

0.73

0.74

0.75

0.76

0.76

0.76

0.78

0.79

2.2

2.2

2.2

2.2

2.2

2.2

2.2

2.2

2

2

2

2

2

2

1.8

1.8

2.2

2.2

2.2

2.2

2.2

2.2

2.2

2.2

2

2

2

2.2

2.2

2.2

2.2

2.2

2.2

2

2

2

2

2

2

2

2

2

2

2

2

2

2

2

2

1.8

1.8

1.8

1.8

1.8

1.8

1.8

2

2

2

2

2

2

2

1.9

1.9

1.9

2.2

2.2

2.2

2.2

2.2

2.2

2.2

2.2

2.2

2.2

2.2

2.2

2.2

2.2

2.2

2.2

2.2

2.2

2.2

2.2

2.2

2.2

2.2

2.2

2.2

2.2

2.2

2.2

2.2

2.2

2.2

2.2

2.2

2.2

2.2

2.2

2.2

2.2

2.2

2.2

2.2

2

2

2

2

2

2

2.1

2.1

1.9

1.9

1.9

2

2

2

2

2

2

2

2

2

2

2

2

2

2

7

7

7

7

7

8

8

8

8

8

8

8

8

8

8

7

6.5

6.5

6.5

6.5

7

7

7

7

7

7

7

7.5

7.5

7.5

7.5

7.5

7

5

5

5.5

5.5

5.5

6.5

6.5

6.5

6.5

6.5

6.5

7

7

7

7

7

3.3

3.3

4

4

4

5

5

6

6

6

6

6

6.5

6.5

6.6

6.6

6.6

220/380

220/380

220/380

220/380

220/380

380/660

380/660

380/660

380/660

380/660

380/660

380/660

380/660

380/660

380/660

380/660

220/380

220/380

220/380

220/380

220/380

220/380

380/660

380/660

380/660

380/660

380/660

380/660

380/660

380/660

380/660

380/660

380/660

220/380

220/380

220/380

220/380

220/380

220/380

220/380

380/660

380/660

380/660

380/660

380/660

380/660

380/660

380/660

380/660

220/380

220/380

220/380

220/380

220/380

220/380

220/380

220/380

220/380

380/660

380/660

380/660

380/660

380/660

380/660

380/660

380/660

415V 230V/400V 60Hz etc.  Models are available on request.



YC

OPERATING CONDITIONS

YC SERIES MOTOR OVERALL & INSTALLATION DIMENSIONS

Frame
size

YC80

YC90S

YC90L

YC100L

YC112M

YC132S

125

140

140

160

190

216

100

100

125

140

140

140

50

56

56

63

70

89

19

24

24

28

28

38

40

50

50

60

60

80

6

8

8

8

8

10

15.5

20

20

24

24

33

80

90

90

100

112

132

10

10

10

12

12

12

165

165

165

215

215

265

130

130

130

180

180

230

200

200

200

250

250

300

0

0

0

0

0

0

12

12

12

15

15

15

3.5

3.5

3.5

4

4

4

160

180

180

205

245

280

165

185

185

220

250

262

120

140

140

145

160

210

110

120

120

130

140

150

200

240

240

260

300

350

310

355

385

415

440

470

Mounting Dimensions(mm) Overall  Dimensions (mm)

A B C D E F G H K M N P R S T AB AC AD AE HD L

K

H

A
  AB

  AE

  
H

D

L

E C B

  
A

C

D

F

G

D

F

G

  
A

D

  AE

M P

S

L

E T

  
A

C

  
N

AB

A

H

K

  
H

D

  AE

M P

S

C B

L

E T

  
A

C

  
N

D

F

G

TECHNICAL DATA AT 50 HZ

Model

Power
Voltage 

(V) 
Current 

(A) 
Speed 
(r.p.m)

Eff 
(%)

Power
factor

Starting Torque
Rated torque

Starting Current
rated current

Max torque 
Rated torque

KW HP

YC80A-2

YC80B-2

YC80C-2

YC90S-2

YC90L-2

YC100L-2

YC80A-4

YC80B-4

YC80C-4

YC90S-4

YC90L-4

YC100L-4

YC112M-4

YC132SA-4

YC132SB-4

0.37

0.55

0.75

1.1

1.5

2.2

0.25

0.37

0.55

0.75

1.1

1.5

2.2

3

4

1/2

3/4

1

1.5

2

3

1/3

1/2

3/4

1

1.5

2

3

4

5

220

220

220

220

220

220

220

220

220

220

220

220

220

220

220

3.7

5.3

6.7

7.2

8.9

13.2

3.4

4.5

6

5.5

7.8

9.3

13.5

25.2

30

2880

2880

2880

2880

2900

2900

1450

1450

1450

1450

1450

1450

1450

1450

1450

62

65

68

73.2

79.32

78.8

56

60

64

73.3

71

72

72

74

75

0.73

0.73

0.75

0.95

0.97

0.96

0.6

0.62

0.65

0.93

0.9

0.92

0.95

0.73

0.74

2.8

2.8

2.4

2.8

2.8

3

2.8

2.8

2.8

2.8

2.5

2.8

2.4

2.4

2.4

6.5

6.5

6.5

6

7

6.5

6

6

6

6.5

6

7

6.5

6.5

6.5

1.8

1.8

1.8

1.8

1.8

1.8

1.8

1.8

1.8

1.8

1.8

1.8

1.8

1.8

1.8

110V 110V/220V  60Hz etc. Models are available on request. 



YL

OPERATING CONDITIONS

YL SERIES MOTOR OVERALL & INSTALLATION DIMENSIONS

H

A
K

  AB

  AE

  
H

D

L

E C B

  
A

C

D

F

G   
A

D

  AE

M P

S

L

E
T

  
A

C

  
N

D

F

G

D

F

G

AB

A

H

K

  
H

D

  AE

M P

S

C B

L

E T

  
A

C

  
N

Frame
size

YL71

YL80

YL90S

YL90L

YL100L

YL112M

YL132S

112

125

140

140

160

190

216

90

100

100

125

140

140

140

45

50

56

56

63

70

89

14

19

24

24

28

28

38

30

40

50

50

60

60

80

5

6

8

8

8

8

10

11

15.5

20

20

24

24

33

71

80

90

90

100

112

132

7

10

10

10

12

12

12

85

100

115

115

-

-

-

70

80

95

95

-

-

-

105

120

140

140

-

-

-

0

0

0

0

-

-

-

M6

M6

M8

M8

-

-

-

2.5

2.5

3

3

-

-

-

-

-

-

-

215

215

215

-

-

-

-

180

180

180

-

-

-

-

250

250

300

-

-

-

-

0

0

0

-

-

-

-

15

15

15

-

-

-

-

4

4

4

145

160

180

180

205

245

280

145

165

185

185

220

250

290

140

150

160

160

180

190

210

105

120

130

130

130

140

155

180

200

240

240

260

300

350

255

295

370

400

430

455

525

Mounting Dimensions(mm) Overall

Dimensions (mm)IMB14. IMB34 IMB5.IMB35

A B C D E F G H K M N P R S T M N P R S T AB AC AD AE HD L

TECHNICAL DATA AT 50 HZ

Model

Power
Voltage 

(V) 
Current 

(A) 
Speed 
(r.p.m)

Eff 
(%)

Power
factor

Starting Torque
Rated torque

Starting Current
rated current

Max torque 
Rated 
torque

KW HP

YL711-2

YL712-2

YL801-2

YL802-2

YL90S-2

YL90L-2

YL7114

YL7124

YL801-4

YL802-4

YL90S-4

YL90L-4

YL100L1-4

YL100L2-4

YL112M-4

YL112M1-4

YL112M2-4

YL132SA-4

YL132SB-4

0.37

0.55

0.75

1.1

1.5

2.2

0.25

0.37

0.55

0.75

1.1

1.5

2.2

3

2.2

3

4

3

4

1/2

3/4

1

1.5

2

3

1/3

1/2

3/4

1

1.5

2

3

4

3

4

5.5

4

5.5

220

220

220

220

220

220

220

220

220

220

220

220

220

220

220

220

220

220

220

2.73

3.88

5.15

7.02

9.44

13.7

1.99

2.81

4

5.22

7.21

9.57

13.9

18.6

13.9

18.6

23

18.6

23

2880

2880

2800

2800

2820

2820

1400

1400

1400

1400

1420

1420

1420

1420

1440

1440

1440

1440

1440

67

70

72

75

76

77

62

65

68

71

73

75

76

77

76

77

78

77

78

0.92

0.92

0.92

0.95

0.95

0.95

0.92

0.92

0.92

0.92

0.95

0.95

0.95

0.95

0.95

0.95

0.95

0.95

0.95

1.8

1.8

1.8

1.8

1.7

1.7

1.8

1.8

1.8

1.8

1.7

1.7

1.7

1.7

1.7

1.7

1.7

1.7

1.7

16

21

29

40

55

80

12

16

21

29

40

55

80

110

80

110

138

110

138

1.8

1.8

1.8

1.8

1.8

1.8

1.8

1.8

1.8

1.8

1.8

1.8

1.8

1.8

1.8

1.8

1.8

1.8

1.8

110V, 110V/220V, 60Hz etc. Models are vavailable on request 



AC

AC SERIES MOTOR OVERALL & INSTALLATION DIMENSIONS

 

OPERATING CONDITIONS

A/2

A
AB

H

H
D

Frame Size

125

125

125

125

125

100

100

100

100

100

50

50

50

50

50

19

19

19

19

19

40

40

40

40

40

6

6

6

6

6

15.5

15.5

15.5

15.5

15.5

80

80

80

80

80

10X13

10X13

10X13

10X13

10X13

154

154

154

154

154

154

154

154

154

154

228

228

228

228

228

285

285

285

285

285

A       B      C       D        E       F      G       H       K      AB     AC    HD      L     

IMB3

Installation Size
Overall Dimension

0.75

1.1

1.5

0.55

0.75

1

1.5

2

0.75

1

4.7

6.7

9.4

4.25

4.5

2752

2800

2800

1400

1400

72

75

76

64

68

0.92

0.95

0.95

0.92

0.92

1.7

1.7

1.7

1.7

1.7

0.33

0.33

0.3

0.35

0.33

30uf/400v

35uf/450v

50uf/450v

16uf/400v

30uf/400v

220

220

220

220

220

20

30

45

15

20

TECHNICAL DATA AT 50Hz

Current
(A)

Speed
(r/min)

Eff
(%)

Power 
Factor

Tmax/TnTstart/Tn
Voltage

(v)

Starting
current

(A)

Run Capactior
(uf/v)TYPE

KW       HP

Output

110V 110V/220V  60Hz etc. Models are available on request. 

AC801-2 

AC802-2 

AC803-2

AC801-4 

AC802-4

AC801-2 

AC802-2 

AC803-2

AC801-4 

AC802-4

F
D

G

Yx45 120

SS
CC

XX

ZZ

E C B
L

K

A
C

YCL
OPERATING CONDITIONS

YCL SERIES MOTOR OVERALL & INSTALLATION DIMENSIONS

TECHNICAL DATA AT 50 HZ

Model
Power Voltage 

(V) 
Current 

(A) 
Speed 
(r.p.m)

Eff 
(%)

Power
factor

Starting Torque
Rated torque

Starting Current 
rated current

Max torque 
Rated torqueKW HP

YCL90S-2

YCL90L-2

YCL100L-2

YCL90S-4

YCL90L-4

YCL100L-4

YCL112M-4

YCL132S1-4

YCL132S2-4

YCL132M1-4

YCL132M2-4

1.1

1.5

2.2

0.75

1.1

1.5

2.2

3

4

5.5

7.5

1.5

2

3

1

1.5

2

3

4

5.5

7.5

10

220

220

220

220

220

220

220

220

220

220

220

7.2

8.9

13.2

5.5

7.8

9.3

13.6

18.2

22

32.5

40

2880

2900

2900

1450

1450

1450

1450

1450

1450

1460

1460

73.2

79.32

78.8

73.3

71

79.4

81.6

83.2

84.9

85

85.5

0.95

0.97

0.96

0.93

0.92

0.92

0.9

0.9

0.9

0.9

0.9

2.8

2.8

3

2.8

2.5

2.8

2.3

2.3

2.3

2.2

2.2

6

7

6.5

6.5

6

7

6.5

6.5

6.5

6.5

6.5

1.8

1.8

1.8

1.8

1.8

1.8

1.8

1.8

1.8

1.8

1.8

Frame
size

YCL90S

YCL90L

YCL100L

YCL112M

YCL132S

140

140

160

190

216

100

125

140

140

140

56

56

63

70

89

24

24

28

28

38

50

50

60

60

80

8

8

8

8

10

20

20

24

24

33

90

90

100

112

132

10

10

12

12

12

165

165

215

215

265

130

130

180

180

230

200

200

250

250

300

0

0

0

0

0

12

12

15

15

15

3.5

3.5

4

4

4

180

180

205

245

280

185

185

220

250

262

140

140

145

160

210

120

120

130

140

150

240

240

260

300

350

355

385

415

440

470

Mounting Dimensions(mm) Overall  Dimensions (mm)

A B C D E F G H K M N P R S T AB AC AD AE HD L

L

E C B

  
A

C

H

A K

  AB

  AE

  
H

D

D

F

G

L

E T

  
A

C N

  
A

D

  AE

M P

SD

F

G

A

H

AB

K

  
H

D

  AE

M P

S

B

L

E T

  
A

C

  
N

D

F

G

110V 110V/220V 60Hz etc. Models are available on request. 



20

G

F

D

GA

AD

AC

M

HE

HD

AB
AA A AA

P

L
E

H

ED

NL

LE

BB
B C

BA BA

W RPM AC AD L NL H HE M E ED D G GA F P

60W 1800 75

91

143.5 164.5 91 45 105.5 21 21.5 7.410 11.5 4 80

100W 1800 173.5 29 30 12 13

375W 1800 110 138 241 264 139 86 155 53 45 13 18 5 130

500W 1800 269 323 45 18 5 130

750W 1800 316 359.5 43.5 35 15.5 21.5 6 130

75

110

110 138

135

202.5 91

139

139

45

88

88

105.5

155

155

53

16

16

19

9.2

13

4 80

21

CY
Model

Wind Wheel 
Diameter      

(mm)

Air Quantity   
3

 (m /h)
Air Pressure

(pa)
Power 
(kw)

Speed
(r/min)

Voltage
(V)

Rate Current
(A) 

Work Current     
(A)

Air Inlet 
Diameter

(mm) 

Air Outlet 
Diameter

(mm)

CY-130

CY-135

CY-170

130

130

170

548

560

662x2

549

529

663

0.18

0.18

0.55

2800

2800

2825

380

380

380

0.53

0.53

0.8

0.4

0.4

0.8

103

114

173

70x86

91x69

70x86

L

NL

P

E

ED

H

BA

B

BB

C

BA4-   K

F

GD GE

D

ISO-M
ISO

D

AA

A

AB

AA

111

500w3/4HP

105

138

111

HP

1/4

1/2

1

2

3

5

KW

0.2

0.37

0.75

1.5

2.2

3.7

RPM

1750

1750

1750

1750

1750

1750

ZD97B-0.25

ZD97B-.05

ZD125B-1

ZD125B-2

ZD125B-3

ZD125B-5

A

132

132

132

176

176

176

AA

42

42

42

39

39

39

AB

174

174

174

214

214

214

B

98

98

98

160

160

160

BA

34

34

34

34

34

34

BB

132

132

132

189

189

189

C

46

60

85

85

85

85

H

97

97

97

125

125

125

K

10

10

10

12

12

12

L

206

271

310

335

368

444

NL

242

305

354

388

434

506

NS

M8

M8

M10

M10

M10

E

36

34

44.5

53

60

62.5

ED

28

27

37.5

46

51

51

D

14

14

19

24

28

28

GD

5

5

6

7

7

7

GE

3

3

3.5

4

4

4

F

5

5

6

8

8

8

HD

440

440

440

P

162

165

165

218

218

218

L

NL

E

TLA

ED

N P

F

GD GE

D

4- S

M

HP

1/4

1/2

1

2

3

KW

0.2

0.37

0.75

1.5

2.2

RPM

1750

1750

1750

1750

1750

90L-5

90B-5

125L-5A

125B-5B

M

130

130

165

165

214

N

110

110

130

130

180

P

165

165

190

218

250

T

3.5

3.5

3.5

3.5

4

LA

11.5

11.5

11.5

15

15

L

213

274

214

340

370

NL

249

355

393

434

NS

M8

M10

M10

M12

S

11

11

13

13

15

E

29.5

30

41.5

52.5

63.5

ED

23.5

25

36

45

50

D

14

14

19

24

28

GD

5

6

7

7

GE

3

3.5

4

4

F

5

6

8

8

HD

425

425

30Kg  cm

110DC

2A

B

10Kg  cm 10Kg  cm 30Kg  cm

Output Speed Overall Dimensions   (mm) Shaftend Dimensions ( mm)

Output Speed Frame Overall Dimensions   (mm) Shaftend Dimensions ( mm)

Output Speed Frame Overall Dimensions   (mm) Shaftend Dimensions ( mm)



Number

1

2

3

4

5

6

7

Number

8

9

10

11

12

13

14

Number

15

16

17

18

19

20

21

DESCRIPTION DESCRIPTION DESCRIPTION

FL-30

FL-35

FL-40

DP-60

DP-120

DP-160

SW-35

SW-40

SW-55

SW-80

Model Volts

12V

12V

12V

12V

12V

12V

12V

12V

12V

12V

AMPS Flow Pressure Switch Pipe Size Package Dimensions(mm) Weight

A L/min MAX.psi(bar) Inch Length Width Height Kg

2.2

7.0

9.0

6.0

6.0

7.0

2

1.6

1.5

2.5

10

12.5

17

5.4

5.4

5.4

3.8

2.6

2

3.8

17(1.2)

35(2.4)

40(2.7)

80(5.5)

120(8.2)

160(11)

35(2.4)

40(2.7)

55(3.8)

80(5.5)

1/2"

1/2"

1/2"

3/4"

3/4"

3/4"

3/8"

3/8"

3/8"

3/8"

355

355

355

260

260

260

190

190

190

190

130

130

130

120

120

120

105

105

105

105

110

110

110

100

100

100

65

65

65

65

1.9

1.95

2.55

2.55

2.55

2.55

2.55

0.6

0.6

0.6

15

14

13

1211

10

9

86543
21

7

16
17

18 19 20

21

14

10

9

8

15

13

12

11

7

6

21

3

4
5

16
17

19

23

22

21
20

18

15

14

13

10
912

24

Screws For Terminal Cover Fixing

Motor Back Cover

Oil-seal

Motor Cover-Motor Case Screw

Fan

Fan Cover

Screws For Fan Cover Fixing

Motor Cover-Motor Case Screw

Oil-seal

Motor Cover

Adjusting Ring

Key

Shaft And Rotor

Ball Bearing

Motor Case With Winding

Terminal seal IP55

Terminal box

Screws For Terminal Box Fixing

Terminal Board

Screws For Terminal Board Fixing

Terminal Cover

Number

1

2

3

4

5

6

7

8

Number

9

10

11

12

13

14

15

16

Number

17

18

19

20

21

22

23

24

DESCRIPTION DESCRIPTION DESCRIPTION

Oil-seal

Motor Cover-Motor Case Screw

Motor Cover

Adjusting Ring

Ball Bearing

Key

Shaft And Rotor

Terminal seal Ip55

Terminal box

Screws For Terminal Box Fixing

Screw For Ground

Terminal Board

Screws For Terminal Board Fixing

Terminal Cover

Screws For Terminal Cover Fixing

Motor Case With Winding

Motor Back Cover

Motor Cover-Motor Case Screw

Oil-seal

Fan

Circlip

Fan Cover

Screws For Fan Cover Fixing

Capacitor

12.4

1x45"  5.6 0.5
0.20"-0.24" 

0.448

5/16" -24-2A

0.25"-0.312"  

7.13 0.78

1x45" 

6.50"   

7.28"    
185

165

4
.1

5
" 

  
 

2
-1

/4
"-

2
0
-2

8
  
  

3
.8

7
4
8
"-

3
.8

7
8
2
" 

4 

1
1

4

9
8
.4

2
+

0
.0

0
7

  
0



WATER

PUMP

QB 

STRUCTURAL CHARACTERISTICS

i

DNM

d

D
N

A

a

b c

e

g

f

h

j

H

A
B

(mm)

OVERALL & INSTALLATION DIMENSIONS

Model

1"

1"

1.5"

1"

1"

1.5"

a

265

305

305

b

110

122

122

c

80

90

90

d

45

50

50

e

151

181

181

f

118

136

136

g

100

112

112

h

10

10

10

i

63

71

71

j

138

150

150

DIMENSIONS (mm)

QB-60

QB-70

QB-80

mm

DNA

Inch

25

25

40

25

25

40

DNM

mmInch

TECHNICAL DATA AT 50Hz

Model
Power

KW HP

QB-60

QB-70

QB-80

Max.Flow
(L/min)

Max.Head
(m)

Max.Such
(m) Qty/20F

0.37

0.55

0.75

1 /2

3 /4

1

35

40

50

35

40

45

9

1 x1

1 x1

1.5 x1.5

3400

2000

1820

30

0

60

90

120

150

H
(ft)

0 10 20 30 40 Q(L/min)

0 0.6 1.2 1.8 2.4
3

Q(m /h)

lmp g.p.m 1.5 3.0 4.5 6.0 7.5 9.0

1.5 3.0 4.5 6.0 7.5 9.0 10.5 12U.S.g.p.m

10

20

30

40

H
(m)

10.5

QB-80

QB-70
QB-60

Speed 
(r/min)

2850

Pipe Size
(Inch)

PACKAGE DIMENSIONS & G.W.

A

285

335

335

B

150

180

180

H

185

200

200

kg

5.3

9.5

10.0

110V ,110V/220V 60Hz etc.models are available on request.



IDB-35

IDB-40

IDB-50

IDB-60

0.37

0.55

0.75

1.1

1 /2

3 /4

1

1.5

35

40

50

85

35

40

45

60

1 x1

1 x1

1.5 x1.5

1.5 x1.5

3400

2000

1820

1000

IDB 

DNM
d

D
N

A

a

b c

e

i

g
f

h

j

k

0 10 20 30 40

10

20

30

60

0 0.6 1.2 1.8 2.4

Q(L/min)
3

Q(m  /h)

lmp g.p.m

1.5 3.0 4.5 6.0 7.5 9.0

U.S.g.p.m

H
(m)

40

50

50 60 70 80

3.0 3.6 4.2 4.8

H
(ft)

30

0

60

90

120

150

180
10.5 12 13.5 15 16.5 18

1.5 3.0 4.5 6.0 7.5 9.0 10.5 12 13.5 15 16.5 18 19.5 21 22.5

IDB-35 IDB-40

IDB-60

IDB-50

1"

1"

1.5"

1.5"

1"

1"

1.5"

1.5" 

IDB-35

IDB-40

IDB-50

IDB-60

25

25

40

40

25

25

40

40

STRUCTURAL CHARACTERISTICS

H

A
B

(mm)

OVERALL & INSTALLATION DIMENSIONS

Model

DIMENSIONS (mm)

mm

DNA

Inch

DNM

mmInch

TECHNICAL DATA AT 50Hz

Model
Power

KW HP

Max.Flow
(L/min)

Max.Head
(m)

Max.Such
(m) Qty/20F

9

Speed 
(r/min)

2850

Pipe Size
(Inch)

PACKAGE DIMENSIONS & G.W.

A

285

335

335

425

B

150

180

180

200

H

185

200

200

225

kg

5.4

9.6

10.2

22.0

a

262

305

305

380

b

115

120

120

138

c

80

90

90

100

d

50

55

55

68

e

155

176

176

182

f

142

155

155

180

g

118

136

136

162

h

100

112

112

130

i

10

10

10

10

j

63

71

71

80

k

143

152

152

156

110V ,110V/220V 60Hz etc.models are available on request.

DB-125A

DB-370A

0.125

0.37

1 /6

1 /2

30

35

24

35

1 x1

1 x1

3300

3300

DB 

i

e

D
N

A

g
f

h

j

k

DNM

a

b c

d

0 10 20 30

10

20

30

30

0

60

90

H
(ft)

Q(L/min)

0 0.6 1.2 1.8 3
Q(m /h)

lmp g.p.m 1.5 3.0 4.5 6.0 7.5

1.5 3.0 4.5 6.0 7.5 9.0U.S.g.p.m

H
(m)

DB-370A

DB-125A

DB-125A

DB-370A

STRUCTURAL CHARACTERISTICS

H

A
B

(mm)

TECHNICAL DATA AT 50Hz

Model
Power

KW HP

Max.Flow
(L/min)

Max.Head
(m)

Max.Such
(m)

9

Speed 
(r/min)

2850

Pipe Size
(Inch)

PACKAGE DIMENSIONS & G.W.

A

280

280

B

165

165

H

180

180

kg

4.8

5.2

Qty/20F

1"

1"

1"

1"

25

25

25

25

OVERALL & INSTALLATION DIMENSIONS

Model

DIMENSIONS (mm)

mm

DNA

Inch

DNM

mmInch a

256

256

b

101

101

c

80

80

d

154

154

e

60

60

f

147

147

g

118

118

h

110

110

i

10

10

j

63

63

k

143

143

110V 110V/220V 60Hz etc. Models are available on request.



LQ/BA3 

BA3

LQ-100

0.37

0.37

1 /2

1 /2

35

35

35

35

TECHNICAL DATA AT 50Hz

0 10 20 30

10

20

30

0 0.6 1.2 1.8

30

0

60

90

H
(ft)

Q(L/min)

3
Q(m /h)

lmp g.p.m 1.5 3.0 4.5 6.0 7.5

1.5 3.0 4.5 6.0 7.5 9.0U.S.g.p.m

H
(m)

BA3
LQ-100

STRUCTURAL CHARACTERISTICS

1 x1

1 x1

3400

3400
H

A
B

(mm)

Model
Power

KW HP

Max.Flow
(L/min)

Max.Head
(m)

Max.Such
(m)

9

Speed 
(r/min)

2850

Pipe Size
(Inch)

PACKAGE DIMENSIONS & G.W.

Qty/20FA

235

280

B

150

165

H

185

180

kg

5

5.4

110V 110V/220V 60Hz etc. Models are available on request.

GP

STRUCTURAL CHARACTERISTICS

/

/

  

GP-125A

GP-370A

GP-125A

GP-370A

d

DNM

ab

c

e

j

D
N

A

i
g

f

h

k l

0 10 20 30

10

20

30

0 0.6 1.2 1.8

30

0

60

90

H
(ft)

Q(L/min)

3
Q(m /h)

lmp g.p.m 1.5 3.0 4.5 6.0 7.5

1.5 3.0 4.5 6.0 7.5 9.0U.S.g.p.m

H
(m)

GP-370A

GP-125A

0.125

0.37

1 /6

1 /2

30

35

30

35

1 x1

1 x1

2500

2500
H

A
B

(mm)

TECHNICAL DATA AT 50Hz

Model
Power

KW HP

Max.Flow
(L/min)

Max.Head
(m)

Max.Such
(m)

9

Speed 
(r/min)

2850

Pipe Size
(Inch)

PACKAGE DIMENSIONS & G.W.

Qty/20F

1"

1"

1"

1"

25

25

25

25

OVERALL & INSTALLATION DIMENSIONS

Model

DIMENSIONS (mm)

mm

DNA

Inch

DNM

mmInch

A

260

260

B

200

200

H

240

240

kg

6.8

7

a

198

198

b

84

84

c

71

71

d

202

202

e

40

40

f

151

151

g

121

121

h

105

105

i

6

6

j

220

220

k

83

83

l

40

40

110V  60Hz etc. Models are available on request.



PS 

STRUCTURAL CHARACTERISTICS

/

/

PS-126A 0.37 1 /2 35 30

PS-126A

0 10 20 30

10

20

30

0 0.6 1.2 1.8

30

0

60

90

H
(ft)

Q(L/min)

3
Q(m /h)

lmp g.p.m 1.5 3.0 4.5 6.0 7.5

1.5 3.0 4.5 6.0 7.5 9.0U.S.g.p.m

H
(m)

PS-126A

a1

a
mb

h
2

h
1

h

C

D
N

A

k l
DNM

f1

f

g
hi

e

1 x1 2400 H

A
B

(mm)

TECHNICAL DATA AT 50Hz

Model
Power

KW HP

Max.Flow
(L/min)

Max.Head
(m)

Max.Such
(m)

9

Speed 
(r/min)

2850

Pipe Size
(Inch)

PACKAGE DIMENSIONS & G.W.

Qty/20F

1" 1"25 25

OVERALL & INSTALLATION DIMENSIONS

Model

DIMENSIONS (mm)

mm

DNA

Inch

DNM

mmInch

A

280

B

170

H

195

kg

7.5

a

226

a1

265

b

97

C

71.5

h

217.5

h1

227

h2

256

e

40.5

f

178

f1

200

g

114

h

90

i

8

k

79

l

48

m

69

110V 110V/220V 60Hz etc. Models are available on request.

CPM

STRUCTURAL CHARACTERISTICS

/

/

CMP-130

CMP-146

CMP-158

CMP-180

CMP-200

0.37

0.55

0.75

1.1

1.5

1 /2

3/4

1

1.5

2

85

90

110

120

130

20

25

30

40

45

1 x1

1 x1

1 x1

1 x1

1 x1

d
DNM

D
N

A

b c
a

h

f
e

g

i

CPM-130

CPM-146

CPM-158

CPM-180

CPM-200

1"

1"

1"

1"

2" 

1"

1"

1"

1"

1" 

25

25

25

25

25

0 20 40 60 80

10

20

30

0 1.2 2.4 3.6 4.8

30

0

60

90

120

H
(ft)

Q(L/min)
3

Q(m /h)

lmp g.p.m 3 6 9 12 15 18

3 6 9 12 15 18 21 24U.S.g.p.m

H
(m)

40

100 120

6 7.2

21 24 27 30

27 30 34 37

CPM-200

CPM-180
CPM-158

CPM-146
CPM-130

H

A
B

(mm)

OVERALL & INSTALLATION DIMENSIONS

Model

DIMENSIONS (mm)

mm

DNA

Inch

DNM

mmInch

TECHNICAL DATA AT 50Hz

Model
Power

KW HP

Max.Flow
(L/min)

Max.Head
(m)

Max.Such
(m) Qty/20F

9

Speed 
(r/min)

2850

Pipe Size
(Inch)

PACKAGE DIMENSIONS & G.W.

2170

1600

1430

930

870

A

310

340

340

400

420

B

170

210

210

220

220

H

230

260

260

280

270

kg

8.9

12.2

13.8

21

23

a

295

305

305

360

388

b

--

--

--

--

32

c

--

--

--

--

--

d

42

44

44

53

60

e

170

190

190

207

207

f

135

160

160

160

160

g

10

10

10

10

10

h

82

100

100

112

112

I

211

242

242

262

259

25

25

25

25

25

110V 110V/220V 60Hz etc. Models are available on request.

35



32

STRUCTURAL CHARACTERISTICS

DTM 

 

 

/

/

DTM-15

DTM-20

DTM-25

DTM-30

DTM-30

1.1

1.5

1.85

2.2

2.2

1.5

2

2.5

3

3

360

420

700

700

1100

15

20

16

20

18

2 x2

2 x2

2 x2

3 x3

4 x4

1050

950

800

570

570

2"

2"

2"

3"

4" 

50

50

50

75

100

DTM-15

DTM-20

DTM-25

DTM-30

DTM-40

H
(m)

lmp g.p.m

U.S.g.p.m

50 100 150 200 250

50 100 150 200 250 300

H
(ft)

45

60

15

20

0 200 400 600 1000
0

15

30

Q(L/min)
3

Q(m /h)0 12 48 60

0

5

10

H

A
B

(mm)

OVERALL & INSTALLATION DIMENSIONS

Model

DIMENSIONS (mm)

mm

DNA

Inch

DNM

mmInch

TECHNICAL DATA AT 50Hz

Model
Power

KW HP

Max.Flow
(L/min)

Max.Head
(m)

Max.Such
(m) Qty/20F

9

Speed 
(r/min)

2850

Pipe Size
(Inch)

PACKAGE DIMENSIONS & G.W.

A

395

395

395

420

445

B

225

225

225

250

260

H

280

280

280

335

330

kg

19

21

25

35

36

a f h h1 h2 n m1 w s

110V 110V/220V 60Hz etc. Models are available on request.

D
N

A

a
DNM

W

f n

h
2

h
1

h

n1
s

2"

2"

2"

3"

4" 

50

50

50

75

100

65

65

65

65

73

363

363

363

385

410

250

250

250

305

300

110

110

110

125

120

10

10

10

10

10

8

8

8

8

8

160

160

160

190

190

207

207

207

228

240

140

140

140

180

180

800 1200

24 36 72

DTM-40DTM-30DTM-25
DTM-20

DTM-15

PX

STRUCTURAL CHARACTERISTICS

360

360

430

520

220

220

280

330

230

230

265

310

16.5

18

22

33.8

1.5"
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PX-203
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N
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f
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h
g

i

j
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PX-207
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0.75

1.5

2.2

1/4

1

2

3

160

260

420

560
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1.5 x1.5

2 x2

2 x2

3 x3
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1110

910

590
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20
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0
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H

A
B

(mm)

OVERALL & INSTALLATION DIMENSIONS

Model

DIMENSIONS (mm)

mm

DNA

Inch

DNM

mmInch

TECHNICAL DATA AT 50Hz

Model
Power

KW HP

Max.Flow
(L/min)

Max.Head
(m)

Max.Such
(m) Qty/20F

9

Speed 
(r/min)

2850

Pipe Size
(Inch)

PACKAGE DIMENSIONS & G.W.

A B H Kg

a

330

330

390

405

b

155

155

182

165

c

90

90

100

245

d

80

80

90

122

e

45

45

67

98

f

190

190

226

238

g

138

138

168

185

h

110

110

140

145

i

10

10

10

10

j

199

199

206

280

110V 110V/220V 60Hz etc. Models are available on request.



STRUCTURAL CHARACTERISTICS

SCM 

 

 

/

/
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1"
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SCM-22

SCM-42
SCM-50

H

A
B

(mm)

OVERALL & INSTALLATION DIMENSIONS

Model

DIMENSIONS (mm)

mm

DNA

Inch

DNM

mmInch

TECHNICAL DATA AT 50Hz

Model
Power

KW HP

Max.Flow
(L/min)

Max.Head
(m)

Max.Such
(m) Qty/20F

9

Speed 
(r/min)

2850

Pipe Size
(Inch)

PACKAGE DIMENSIONS & G.W.

A

310

340

340

B

170

210

210

H

230

260

260

kg

8.9

12.2

13.8

2170

1600

1430

a

275

303

303

b

100

108

108

c

83

98

98

d

114

144

144

e

43

45

45

f

160

165

185

g

150

181

181

h

108

140

140

i

10

10

10

25

25

25

110V 110V/220V 60Hz etc. Models are available on request.

SCM2

STRUCTURAL CHARACTERISTICS

SCM2-45

SCM2-52

SCM2-60A

SCM2-60B

SCM2-68
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1.25"

1.25"

1.5"
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1"

1"

1"
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1.25"

379
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400

400

450
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140

140

140

160

110

115

115

115

140

153

148

148

148

175

84

86

86

86

90

263

256

256

256

320

225

210

210

210

240

185

165

165

165

200
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10

14
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25

25
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SCM2-68
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 SCM2-52
 SCM2-60A

SCM2-45

SCM2-52

SCM2-60A

SCM2-60B

SCM2-68
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1.5

1.5

2.2

1.1

1.5

2.0

2.0

3.0

90
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105

130

150

35

45

55

55

66

1 x1

1.25 x1

1.25 x1

1.25 x1

1.5 x1.5

H

A
B

(mm)

OVERALL & INSTALLATION DIMENSIONS

Model

DIMENSIONS (mm)

mm

DNA

Inch

DNM

mmInch

TECHNICAL DATA AT 50Hz

Model
Power

KW HP

Max.Flow
(L/min)

Max.Head
(m)

Max.Such
(m)

9

Speed 
(r/min)

2850

Pipe Size
(Inch)

PACKAGE DIMENSIONS & G.W.

A B C D E F G H I

A B H kg

210

420

420

420

480

380

230

230

230

290

240

280

280

280

350

18

23.5

25

25

31

110V 110V/220V 60Hz etc. Models are available on request.



DK

STRUCTURAL CHARACTERISTICS
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2DK-20
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0.75
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1 /2

3/4
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1.5
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430

520
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2 x2
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DNM
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N
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e
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k
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2
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"
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2"
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40
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1DK-14

1DK-20

1.5DK-20

2DK-16

2DK-20

H

A
B

(mm)

OVERALL & INSTALLATION DIMENSIONS

Model

DIMENSIONS (mm)

mm

DNA

Inch

DNM

mmInch

TECHNICAL DATA AT 50Hz

Model
Power

KW HP

Max.Flow
(L/min)

Max.Head
(m)

Max.Such
(m)

9

Speed 
(r/min)

2850

Pipe Size
(Inch)

PACKAGE DIMENSIONS & G.W.

A B H kg Qty/20Ft

2450

1900

1680

1000

910

280

325

325

380

380

165

180

180

235

235

185

210

210

250

250

7.4

11.2

13.0

23.0

26.0

a

44

44

43

61

61

b

77

78

78

101

101

c

80

90

90

92

92

d

260

298

298

360

360

e

148

168

168

185

185

f

118

136

136

162

162

g

100

112

112

130

130

h

10

10

10

10

10

i

63

71

71

90

90

j

173

191

191

207

207

25

25

40

50

50

110V 110V/220V 60Hz etc. Models are available on request.

STRUCTURAL CHARACTERISTICS

FCP 
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/
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0 100 200 300 400
0

15

30

Q(L/min)500
3

Q(m /h)0 6 12 18 24 30

0

5

10
FCP-2200

FCP-1500
FCP-1100

FCP-750

FCP-550

FCP-370
h
g

f

i

j

a
b

c

e
DMA

D
N

A
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FCP-370

FCP-550

FCP-750

FCP-1100

FCP-1500

FCP-2200
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1.5"

1.5"

1.5"

1.5"

2"

40

40

40
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40

40

40
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50

FCP-370

FCP-550

FCP-750

FCP-1100

FCP-1500

FCP-2200

0.37

0.55

0.75

1.1

1.5

2.2

1 /2

3/4

1

1.5

2

3

190

200

220

330

420

510

11

14

16

18

19

20

1000

1000

1000

560

560

518

H

A
B

(mm)

TECHNICAL DATA AT 50Hz

Model
Power

KW HP
Max.Flow

(L/min)
Max.Head

(m)
Max.Such

(m)

9

Speed 
(r/min)

2850

Pipe Size
(Inch)

PACKAGE DIMENSIONS & G.W.

Qty/20FtA

525

525

525

610

610

610

B

215

215

215

225

225

225

H

285

285

285

290

290

290

kg

7.5

9

10.5

17.5

19.0

20.5

1.5 x1.5

1.5 x1.5

1.5 x1.5

2 x2

2 x2

2 x2

OVERALL & INSTALLATION DIMENSIONS

Model

DIMENSIONS (mm)

mm

DNA

Inch

DNM

mmInch a

500

500

500

500

500

585

b

304

304

304

304

304

320

c

190

190

190

190

190

206

d

--

--

--

--

--

--

e

204

204

204

204

204

224

f

196

196

196

196

196

220

h

136.5

136.5

136.5

136.5

136.5

153

i

9

9

9

9

9

16

g

180

180

180

180

180

218

110V 110V/220V 60Hz etc. Models are available on request.



/ PPO

STRUCTURAL CHARACTERISTICS

JET-S 

/

/

JET-60S

JET-80S

JET-100S
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0.55

0.75

1 /2
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1
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D
N
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b
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i
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f

e

h
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25

25

25

H

A
B

(mm)

OVERALL & INSTALLATION DIMENSIONS

Model

DIMENSIONS (mm)

mm

DNA

Inch

DNM

mmInch

TECHNICAL DATA AT 50Hz

Model
Power

KW HP

Max.Flow
(L/min)

Max.Head
(m)

Max.Such
(m) Qty/20F

9

Speed 
(r/min)

2850

Pipe Size
(Inch)

PACKAGE DIMENSIONS & G.W.

25

25

25

A

420

420

420

B

210

210

210

H

220

220

220

kg

13.6

14.6

15.6

a

378

378

378

b

177

177

177

c

195

195

195

d

91

91

91

e

180

180

180

f

137

137

137

h

104

104

104

i

151

151

151

j

200

200

200

g

10

10

10

110V 110V/220V 60Hz etc. Models are available on request.

STRUCTURAL CHARACTERISTICS

JET-L 

/

/

0 10 20 30

10

20

30

0 0.6 1.2 1.8

30

0

60

90

H
(ft)

Q(L/min)

3
Q(m /h)

lmp g.p.m 1.5 3.0 4.5 6.0 7.5
H

(m)

40

2.4

40 120

1.5 3.0 4.5 6.0 7.5 9.0U.S.g.p.m 10.5 12

9 10.5

JET-100L

JET-80L

JET-60L

JET-60L

JET-80L

JET-100L

0.37

0.55

0.75

1 /2

3/4

1

40

45

50

35

40

45

1"x1

1"x1

1"x1

JET-60L

JET-80L

JET-100L

1"

1"

1"

1"

1"

1"

25

25

25

H

A
B

(mm)

OVERALL & INSTALLATION DIMENSIONS

Model

DIMENSIONS (mm)

mm

DNA

Inch

DNM

mmInch

TECHNICAL DATA AT 50Hz

Model
Power

KW HP

Max.Flow
(L/min)

Max.Head
(m)

Max.Such
(m) Qty/20F

9

Speed 
(r/min)

2850

Pipe Size
(Inch)

PACKAGE DIMENSIONS & G.W.

1260

1230

1200

A

480

480

480

B

210

210

210

H

220

220

220

kg

15.2

16.2

17.2

a

435

435

435

b

238

238

238

c

90

90

90

d

94

94

94

e

150

150

150

f

182

182

182

h

9

9

9

i

57

57

57

j

198

198

198

g

141

141

141

25

25

25

110V 110V/220V 60Hz etc. Models are available on request.



STRUCTURAL CHARACTERISTICS

JET-P 

/

/
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TECHNICAL DATA AT 50Hz

Model
Power

KW HP

Max.Flow
(L/min)

Max.Head
(m)

Max.Such
(m)

9

Speed 
(r/min)

2850

Pipe Size
(Inch)

PACKAGE DIMENSIONS & G.W.

Qty/20FtA

480

480

480

580

580

B

210

210

210

250

250

H

220

220

220

320

320

kg

15.3

16.3

17.3

38.0
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1230

1200

555

555
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1"

1"

1"

1"

1"

OVERALL & INSTALLATION DIMENSIONS
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DIMENSIONS (mm)

mm

DNA
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DNM

mmInch
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a
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d
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110V 110V/220V 60Hz etc. Models are available on request.

STRUCTURAL CHARACTERISTICS
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OVERALL & INSTALLATION DIMENSIONS
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TECHNICAL DATA AT 50Hz

Model
Power

KW HP

Max.Flow
(L/min)

Max.Head
(m)

Max.Such
(m) Qty/20F

9

Speed 
(r/min)

2850

Pipe Size
(Inch)

PACKAGE DIMENSIONS & G.W.

1260

1230
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25

25

A

410

410

410

B
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18.5
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220
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12.2

a
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h
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110V 110V/220V 60Hz etc. Models are available on request.



STRUCTURAL CHARACTERISTICS

SP 

/

/
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OVERALL & INSTALLATION DIMENSIONS

Model

DIMENSIONS (mm)

mm

DNA

Inch

DNM

mmInch

TECHNICAL DATA AT 50Hz

Model
Power

KW HP

Max.Flow
(L/min)

Max.Head
(m)

Max.Such
(m) Qty/20F

9

Speed 
(r/min)

2850

Pipe Size
(Inch)

PACKAGE DIMENSIONS & G.W.

SP-60

SP-80

SP-100

42

46

52

35

40

45

A

420

420

420

B

220

220

220

H

230

230

230

kg

9.5

10.5

11.5

1420

1420

1420

1"x1

1"x1

1"x1

SP-60

SP-80

SP-100

a

380

380

380

b

190

190

190

c

95

95

95

d

194

194

194

e

160

160

160

f

8

8

8

h

56

56

56

i

200

200

200

g

105

105

105

25

25

25

110V 110V/220V 60Hz etc. Models are available on request.

STRUCTURAL CHARACTERISTICS

PP 

d

c

DNM

D
N

A

b

a

e

f
g

h

i

j

0 10 20 30

10

20

30

0 0.6 1.2 1.8

30

0

60

90

H
(ft)

Q(L/min)

3
Q(m /h)

lmp g.p.m 1.5 3.0 4.5 6.0 7.5
H

(m)

40

2.4

40 120

1.5 3.0 4.5 6.0 7.5 9.0U.S.g.p.m 10.5 12

9 10.5

/

/

PP-100

PP-80

PP-60

PP-60

PP-80

PP-100

0.37

0.55

0.75

1 /2

3/4

1

40

45

50

35

40

45

1540

1540

1540

1"x1

1"x1

1"x1

1"

1"

1"

1"

1"

1"

25

25

25

H

A
B

(mm)

OVERALL & INSTALLATION DIMENSIONS

Model

DIMENSIONS (mm)

mm

DNA

Inch

DNM

mmInch

TECHNICAL DATA AT 50Hz

Model
Power

KW HP

Max.Flow
(L/min)

Max.Head
(m)

Max.Such
(m) Qty/20F

9

Speed 
(r/min)

2850

Pipe Size
(Inch)

PACKAGE DIMENSIONS & G.W.

A

410

410

410

B

220

220

220

H

220

220

220

kg

9.0

10.0

11.0

a

360

388

388

b

190

190

190

c

198

198

198

d

95

95

95

e

194

194

194

f

160

160

160

h

105

105

105

i

160

160

160

j

208

208

208

g

8

8

8

PP-60

PP-80

PP-100

25

25

25

110V 110V/220V 60Hz etc. Models are available on request.

0.37

0.55

0.75

1 /2

3/4

1



  

STRUCTURAL CHARACTERISTICS

TECHNICAL DATA AT 50Hz

JETDP 

/

/

0 20 40 60 80

10

20

30

0 1.2 2.4 3.6 4.8

30

0

60

90

120

H
(ft)

Q(L/min)

3
Q(m /h)

lmp g.p.m

3 6 9 12 15 18 21 24U.S.g.p.m

H
(m)

40

100

6

3 6 9 12 15 18 21 24

27 30

0

JETDP-1500A

JETDP-1100A

JETDP-750AJETDP-550A

JETDP-370A

Model
Power

KW HP

JDWDP-370A

JDWDP-550A

JDWDP-750A

JETDP-370A

JETDP-550A

JETDP-750A

JETDP-1100A

JETDP-1500A

Voltage
(V)

Current
(A)

Max.Flow
(L/min)

Max.Head
(m)

Max.Suchtion
(m)

Pipe
Diameter

(inch)

Overal
Dimension

(cm)

Weight
(kg)

Qty/20Ft

0.37

0.55

0.75

0.37

0.55

0.75

1.1

1.5

1 /2

3/4

1

1 /2

3/4

1

1.5

2

220

220

220

220

220

220

220

220

2.6

3.6

4.8

2.6

3.6

4.8

6.7

8.8

40

45

50

40

45

50

95

110

30

35

40

30

35

40

45

50

15

20

25

15

20

25

20

30

1.25"x1 x1

1.25"x1 x1

1.25"x1 x1

1.25"x1 x1

1.25"x1 x1

1.25"x1 x1

1.25"x1 x1

1.25"x1 x1

43.6x30.3x23

43.6x30.3x23

43.6x30.3x23

43.6x30.3x23

43.6x30.3x23

43.6x30.3x23

55.8x27.4x32

55.8x27.4x32

16.7

17.6

18

16.7

17.6

18

32

34

1400

1400

1400

1400

1400

1400

640

640

110V 110V/220V 60Hz etc. Models are available on request.

/

/

STRUCTURAL CHARACTERISTICS

TECHNICAL DATA AT 50Hz

AUTO 

Model
Power

KW ON OFFHP

AUTOSP-60

AUTOSP-80

AUTOSP-100

AUTOJET-60S

AUTOJET-80S

AUTOJET-100S

Voltage
(V)

Current
(A)

Max.Flow
(L/min)

Max.Head
(m)

Max.Suchtion(m) Pipe
Diameter

(inch)

Overal
Dimension

(cm)

Weight
(kg)

Qty/20Ft

0.37

0.55

0.75

0.37

0.55

0.75

1 /2

3/4

1

1 /2

3/4

1

220

220

220

220

220

220

2.6

3.6

4.8

2.6

3.6

4.8

40

45

50

40

45

50

35

40

45

35

40

45

1.4 2.6

1"x1

1"x1

1"x1

1"x1

1"x1

1"x1

54x28.5x53

54x28.5x53

54x28.5x53

54x28.5x53

54x28.5x53

54x28.5x53

14

14.7

15.5

19.1

19.8

20.6

400

400

400

400

400

400

110V 110V/220V 60Hz etc. Models are available on request.



TECHNICAL DATA AT 50Hz

AUJETDP 

  

/

/

STRUCTURAL CHARACTERISTICS

ON

Voltage
(V)

Current
(A)

Max.Flow
(L/min)

Max.Head
(m)

Max.Suchtion(m)

220

220

220

220

220

220

220

220

2.6

3.6

4.8

2.6

3.6

4.8

6.7

8.8

30

40

45

30

40

45

95

110

30

35

40

30

35

40

45

50

1.4

Model

Power

KW OFFHP

AUJDWDP-370A

AUJDWDP-550A

AUJDWDP-750A

AUJETDP-370A

AUJETDP-550A

AUJETDP-750A

AUJETDP-1100A

AUJETDP-1500A

Pipe
Diameter

(inch)

Overal
Dimension

(cm)

Weight
(kg)

Qty/20Ft

0.37

0.55

0.75

0.37

0.55

0.75

1.1

1.5

1 /2

3/4

1

1 /2

3/4

1

1.5

2

2.6

1.25"x1 x1

1.25"x1 x1

1.25"x1 x1

1.25"x1 x1

1.25"x1 x1

1.25"x1 x1

1.25"x1 x1

1.25"x1 x1

20.6

21.3

31.9

20.6

21.3

31.9

36

38

470

470

470

470

470

470

420

420

110V 110V/220V 60Hz etc. Models are available on request.

/

/

STRUCTURAL CHARACTERISTICS

TECHNICAL DATA AT 50Hz

AUDB AUGP AUPS 

Model
Power

KW ON OFFHP

AUDB-125A

AUGP-125A

AUPS-130A

Voltage
(V)

Current
(A)

Max.Flow
(L/min)

Max.Head
(m)

Max.Suchtion(m) Pipe
Diameter

(inch)

Overal
Dimension

(cm)

Weight
(kg)

Qty/20Ft

0.125

0.125

0.37

1/6

1/6

1 /2

220

220

220

1.4

1.4

1.6

30

30

35

18

18

18

1.1 1.8

1 x1

1 x1

1 x1

20x23x46

29x18x38.5

31x23x29

5.9

8.5

9.5

1570

1570

1570

110V 110V/220V 60Hz etc. Models are available on request.

56X27.5x32

 Tank41x27x27 

49.5x30.7x25.5 

Tank41x27x27 

43.6X30.3X23 

Tank41x27x27 



1 2

3

4

5 6

7

9

8 10

11
12

13

14

15 16 17

27

18

21

22

19

20

23

24

25

26

28

31 32 33 34 35

30

29

Number

1

2

3

4

5

6

7

8

9

10

11

12

13

14

15

16

17

18

19

20

21

22

23

24

25

26

27

28

29

30

31

DESCRIPTION

Pump Body Screw

Pump Body

O Ring For Filling Plug

Filling Plug

Impeller

Circlip

Plain Washer

Mechanical Seal

O Ring For Pump Body

Motor Bracket

Splash Guard

Key

Rotor

Bearing

Motor Bracket-Motor Case Screw

Motor Case With Winding

Terminal Board

Waterproof Seal

Terminal Cover

Bolt

Capacitor

Screw For Cable Presser

Screw For Ground

Toothed Washer

Cable Presser

Waterproof Fairlead

Adjusting Ring

Motor Cover

Motor Cover-Motor Case Screw

Fan

Fan Cover 

Number

1

2

3

4

5

6

7

8

9

10

11

12

13

14

15

16

17

18

19

20

21

22

23

24

25

26

27

28

29

30

31

32

33

34

35

DESCRIPTION

Drain Plug

O Ring For Drain Plug

O Ring For Filling Plug

Filling Plug

Pump Body

Nut For Impeller

Impeller

Snap Ring

Plain Washer

Mechanical Seal

O Ring For Pump Body

Motor Bracket

Motor bracket-Pump Body Screw

Splash Guard

Key

Rotor

Bearing

Motor Bracket-motor Case Screw

Motor Case With winding

Terminal Board

Waterproof Seal

Terminal Cover

Bolt

Capacitor

Screw For Ground

Toothed Washer

Screw For Cable Presser

Cable presser

Waterproof Fairlead

Foot

Adjusting Ring

Motor Cover

Motor Cover-Motor Case Screw

Fan

Fan Cover

DESCRIPTION

O Ring For Gauge Plug

Gauge Plug

O Ring For Drain Plug

Drain Plug

Switch Plug

O Ring For Switch Plug

Pump Body

O Ring For Filling Plug

Filling Plug

O Ring For Venturi Tube

Venturi Tube

O Ring For Diffuser

Diffuser

Impeller Stop Nut

Impeller

Mechanical Seal

O Ring For Pump Body

Motor Bracket

Splash Guard

Plain Washer

Motor Bracket-Pump Body Screw

Bearing

Key

Rotor

Bearing

Adjusting Ring

Motor Case With Winding

Terminal Box

Foot

Cable Presser

Motor Cover

Motor Tie-Rod

Fan

Fan Cover

DESCRIPTION

Drain Plug

O Ring For Drain Plug

Pump Body

O Ring For Gauge plug

Gauge Plug

O Ring For Switch Plug

Switch Plug

O Ring For Filling Plug

Filling Plug

O Ring For Nozzle

Nozzle

O Ring For Venturi Tube

Venturi Tube

O Ring For Diffuser

Diffuser

Impeller Stop Nut

Impeller

Plain Water

Mechanical Seal

O Ring For Pump Body

Motor Bracket

Splash Guard

Plain Washer

Motor Bracket-Pump Body Screw

Bearing

Key

Rotor

Bearing

Adjusting Ring

Motor Case With Winding

Terminal Box

Foot

Cable Presser

Motor Cover

Motor Tie-Rod

Fan

Fan Cover

Number

1

2

3

4

5

6

7

8

9

10

11

12

13

14

15

16

17

18

19

20

21

22

23

24

25

26

27

28

29

30

31

32

33

34

Number

1

2

3

4

5

6

7

8

9

10

11

12

13

14

15

16

17

18

19

20

21

22

23

24

25

26

27

28

29

30

31

32

33

34

35

36

37



SP

Motor Bracket-Pump Body Screw

Spring Washer

Drain Plug

O Ring For Drain Plug

Pump Body

O Ring For Switch Plug

Switch Plug

O Ring For Gauge Plug

Gauge Plug

O Ring For Venturi Tube

Venturi Tube

O Ring For Diffuser

Diffuser

Impeller Stop Nut

Impeller

Snap Ring

Mechanical Seal 

O Ring For Pump Body

Mechanical Seal Disc Holder 

Splash Guard

Motor Bracket

Bearing

Key

Rotor

Number

1

2

3

4

5

6

7

8

9

10

11

12

Number

13

14

15

16

17

18

19

20

21

22

23

24

Number

25

26

27

28

29

30

31

32

33

34

Bearing

Adjusting Ring

Motor Case With Winding 

Teriminal Box

Foot

Cable Presser

Motor Cover

Motor Tie-Rod

Fan

Fan Cover

DESCRIPTION DESCRIPTION DESCRIPTION

Centrifugal switch



Steel Stainless steel

Jet nozzle

4003

Heather violet

4011

Pearl violet

3024

Luminous red

3018

Strawberry red

3031

Orient red

3027

Raspberry red

3020

Traffic red

3000

Flame red

3001

Signal red

3011

Brown red

5026

Pearl night blue

5013

Cobalt blue

5002

Ultramarine blue

5012

Light blue

5015

Sky blue

5017

Traffic blue

5005

Signal blue

5010

Gentian blue

5009

Azure blue

5000

Violet blue

Yellow green

6018

May green

6017

Emerald green

6001

Turquoise green

6016

Opal green

6026

Mint green

6029

Signal green

6032

Pearl green

6035

Moss green

6005

Water green

5021

1026

Luminous yellow

1023

Traffic yellow

1018

Zinc yellow

1016

Sulfur yellow

1028

Melon yellow

1007

Daffodil yellow

2000

Yellow orange

2007

Luminous orange

2009

Traffic orange

8023

Orange brown

Pearl light grey

9022

aluminium

Grey aluminium

9007

aluminium

White aluminium

9006

Blue grey

7031

Traffic black

9017

Yellow Series 

Red Series

Green Series

Blue Series

Grey Series


